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Abstract 
The relatively good combination of high strength and ductility makes bainitic steels a candidate to replace many other steels in 
industrial applications. However, in service, ductility and strength are not up to standard requirements. In many industrial 
components, toughness and fatigue performance are also very relevant. In the present study, bainitic steels with varying content 
of boron were fabricated, with the aim of analyzing the fracture toughness and changes in the fatigue life. The results show that a 
relatively small change in the boron content can cause a notable variation in the fracture toughness of bainitic steels. The 
maximum value obtained in fracture tiughnes was for the steel with the highest boron content. It was observed that the amount 
of interlath martensite constituents decreases in steels with the addition of boron, leading to the promotion and  presence of void 
coalescence and therefore a a remarkable rise in the toughness of bainitic steels. An increase on the fatigue life of the bainitic 
steels with an increase in the boron content was also observed, through analysis by means of Paris’ law. A comprehensive 
micrographic study was carried out in order to examine the mechanics of fatigue crack growth in the bainitic steels, revealing small 
longitudinal cracks in bainitic steels that lack boron. These cracks tend to disappear in bainitic steels that contain boron. To 
elucidate this behavior, micrographs of the surfaces generated by the crack growth process were taken, showing that several 
nano-cracks appeared between the bainite laths. It is finally argued that this high-energy consumption process of nano-crack 
nucleation and growth is the reason for the improved toughness and fatigue life observed in bainitic steels. 
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1. Introduction 
Bainitic steels are regarded as relatively new steels, because not long ago it was impossible to 
produce them in the industry with the required strength and toughness. Their use became 
more extensive when low-carbon bainitic steels were introduced by Irvine and Pickering in the 
60’s [1-2]. After that, a great deal of research was carried out on bainitic steels, taking into 
consideration processing, chemical composition, and heat treatments in order to obtain good 
performance. Many of those studies have revealed that bainitic steels have better properties 
than other steels for specific tasks. Nowadays, steels with a bainitic microstructure are widely 
used in building construction, pipelines, automotive applications, and railway rails and 
crossings, since they have an optimum combination of mechanical properties for the 
production of final parts after cold-stamping or cold-forming [3-5].  
However, there has been controversy in the literature that deals with bainitic steels, due to the 
not well-understood nature of the austenitic decomposition to bainite. This is partially because 
bainite is formed over a wide range of temperatures and with diverse morphologies [6]. At the 
same time, the effect of alloying elements such as boron, chrome, molybdenum, manganese, 
niobium, and other elements introduces an additional variable to the morphology and 
mechanical properties of bainite [7-9]. Although initially bainitic steels were considered to be 
brittle, nowadays it has been proven that they have a relatively high degree of toughness, 
which is the reason that scientists continue studying the dependence of toughness and crack 
propagation on the chemical composition, microstructure, and processing conditions of these 
type of steel [10-16]. 
 
As a fabrication parameter of the bainitic steels, the carbon content of the residual austenite 
must not exceed the concentration given by the  so called 𝑇𝑜
′ curve concept [17]. Accordingly it 
follows that the maximum amount of bainite that can be obtained is limited, and other phases, 
such as cementite, carbon-enriched retained austenite, martensite, and so on, can appear in 
bainitic steels. It is well known that some of these phases mixed into bainitic steels are 
detrimental for toughness, leading to research for new ways of processing to suppress the 
precipitation of cementite and avoid the formation of other constituents such as austenite and 
proeutectoid ferrite [17]. 
Another important alloying element that should be considered when steels are designed for 
heat treatment is boron. The role of boron as a hardenability agent has been widely 
recognized, but there is a lack of agreement in the literature about the effect of boron content 
on the bainitic transformation and the toughness behavior. Yang et al. [18] pointed out that as 
the boron content increases, the impact toughness rapidly deteriorates, but Lan et al. [19] 
conclude that the addition of boron is beneficial for the promotion of bainitic transformation 
at lower temperatures. Wang et al. [20] show that there is a critical boron content, in relation 
to the carbon content, for achieving the complete bainitic transformation. They show that in 
ultra-low-carbon bainitic steels the effect on the toughness does not greatly deteriorate until 
the boron content is more than 40 ppm. Moreover, Tamehiro et al. [21] concluded that the 
optimum boron concentration is about 10 ppm, and Melloy et al. [22] proposed that an 
optimum value is reached with the addition of about 20 ppm of boron in C-Mn-Mo base 
composition steel with a bainitic microstructure, because the deterioration of the boron 
hardenability factor and toughness is attributed to the formation of a boron constituent 
identified as Fe23 (CB) 6. 
Fatigue behavior is also an interesting topic with respect of bainitic steels when they are put 
into service. There are a few studies of the fatigue crack growth in bainitic rail steels. When 
they are compared with classical pearlitic rail steels, it has been concluded that bainitic steels 
exhibit superior wear resistance, excellent weldability [23, 24, 25], and better behavior under 
fatigue work conditions [10, 11, 26]. However, there exists a lack of studies in the literature 
concerning how boron content affects fatigue crack growth in bainitic steels. For this reason, in 
the present study the fatigue crack growth of bainitic steels is studied as a function of the 
boron content, establishing a relation between boron content and crack growth parameters.  
 
2. Materials and Experimental Procedure 
 
Bainitic steels were prepared using a 50 kg vacuum induction melting furnace. Table 1 shows 
the chemical composition of the base steel. Various amounts (parts per million - ppm) of boron 
were added to that composition (referred to as 20, 40, and 60). Cast ingots with a square 
transversal area of 70 X 70 mm2 were made. These ingots were then maintained at 1100⁰ C for 
2 hours, removed from the furnace, and immediately hot-pressed to a thickness of 22mm in 
several steps before their temperature fell below 900⁰ C. Finally, they were allowed to cool in 
air. The steel blocks were classified according to the average content of boron as: 20B (20 
ppm), 40B (40 ppm), 60B (60 ppm) and 0B (no boron content).  
 
 
 
 
Table 1.   Chemical composition (wt%) of the steel. 
 
C Si Mn Mo Cr V Ti 
0.32 1.45 2.0 0.26 1.26 0.1     0.002 
 
Specimens, were machined parallel to the longitudinal  rolling direction (see Figure 1) ,and 
polished using standard methods for metallographic examination until diamond paste of 1 µm, 
and then they were etched with 4% picral in order to reveal the bainitic microstructure. The 
microstructures were observed by scanning electron microscopy (SEM) using a JEOL JSM-5610 
microscope. Optical microscopy was used to measure the bainitic packet size of the etched 
samples. Additionally, X-ray diffraction measurements were performed using Panalytical X´Pert 
PRO MPD equipment with CuKα radiation, with a wavelength of 1.54 Å and an intensity ratio 
of 0.5.  
The toughness tests were performed at room temperature. The 3-point bending test 
procedure was performed according to standard ASTM E1820-11 [27], using an universal 
testing machine INSTRON 5862 with a constant crosshead speed of 0.025 mm/s. Single-edge 
notched bend specimens SE(B) were machined with dimensions of 7.5 × 15 × 67.5𝑚𝑚 
(thickness x height x width). Samples where cut in the L-S orientation, as shown in Figure 1. A 
pre-crack length of 1.3 mm was formed for each specimen in order to have a target 
geometrical correction factor (a/W) of 0.5, monitored via optical microscopy. Data from the 
toughness test were collected by machine (load- displacement) and with a Crack Opening 
Displacament COD extensometer specified in standard ASTM E1820-11 [27], with time 
intervals of 0.240 s.; both calculation methods were used, in order to verify the toughness 
values obtained. 
Fatigue crack growth and fracture toughness were measured in identical single-edge notched 
bend SE(B) specimens than those for fracture toughness tests.. To provoke crack propagation, 
a RUMUL resonance fatigue machine was used. The stress intensity factor K applied was 
changed by force variation. Measurements of the number of cycles and the crack propagation 
were taken for each specific variation of K. The fatigue tests were conducted at room 
temperature, under load control conditions using a sinusoidal wave-form at a frequency of 10 
Hz. The ratio of minimum to maximum stress R was 0.1. The crack propagation was measured 
with an OLYMPUS BX41M optical microscope and an image analyzer. Fracture surfaces were 
observed using the above-named SEM microscope. Longitudinal fractures were observed in 
the rolling direction. Transverse cracks were observed directly on the cracked surface 
generated in the crack growth tests. 
 Figure 1. Orientation of the samples. 
3. Results  
 
3.1 Microstructural analysis 
 
Figure 2 shows the microstructures obtained for steels a) 0B, b) 20B, c) 40B, and d) 60 B. It is 
readily apparent that bainite plates appear as the principal microconstituent in different 
grains. The strain axis is coaxial with the horizontal direction of the micrographs,. No great 
effect on the boron content can be seen in the microstructures. Analogously, magnification of 
samples 40B and 60B in Figure 3 reveals that there are small areas of martensite/austenite 
(M/A) constituents inside the bainite packets. Furthermore, Figure 4, obtained via transmission 
electron microscopy (TEM), confirms the presence of interlath retained austenite films in the 
microstructure of a sample with only a small addition of boron (20B). These films sometimes 
exhibit a typical wavy morphology, characteristic of the bainite in high-silicon steels [15]. 
The bainitic packet size was measured via optical microscopy. The packet size is given by 
𝑙 = √𝑙1𝑙2, where 𝑙1 and 𝑙2 are the average packet length and width, respectively. The average 
size for each steel was taken to be the mean value of more than forty carefully measured 
packets in each steel sample [29]. No relevant changes were noticed in the value of the bainitic 
packet size of the steel samples, obtaining a mean value of 32.39 µm. 
  
       
Figure 2. SEM micrograph of the bainitic microstructure in steel specimens a) 0B, b) 20B, c) 40B, and d) 60 B. 
  
  
Figure 3. Micrograph of the bainitic steels a) 40B, b) 60B. There are small martensite/austenite constituent 
grains inside parallel bainitic plates.   
 
Figure 4. Transmission electron micrograph revealing bainitic ferrite with intervening films of retained 
austenite. 
 
Figure 5 shows the X-Ray diffraction (XRD) pattern of the steel samples. The presence of peaks 
of ferrite (Feα), austenite (Feγ), and martensite are evident. Austenite and martensite peaks 
decrease with higher boron content. Results obtained via XRD analysis software also reveal the 
presence of Titanium boride 𝐵2𝑇𝑖 in bainitic steel 60B. Titanium boride is a common second-
phase particle present in steels [30]. In low quantities, titanium boride provides ductility. Other 
authors [22] have pointed out the formation of a boron constituent identified as 𝐹𝑒23(𝐶𝐵)6 
when boron content exceeds 25 ppm. However, it is not easy to determine its presence using 
XRD unless the steel has a relatively high-volume fraction of that constituent, in which case it 
appears as particular peaks, close to steel-phases peaks. 
 
Figure 5. X-Ray Diffraction image of bainitic steels with various ppm of boron. 
 
3.2 Fracture toughness of bainitic steels with added boron  
 
Fracture toughness test results are plotted in Figure 6 for all the steels that were 
manufactured. It was found that the addition of boron leads to an improvement in the impact 
toughness of bainitic steels. In accordance with other authors [31], when the amount of added 
boron increases in bainitic steels, thin film-like retained austenite appears as a transformed 
product of large blocks of retained austenite transformation, which is mechanically more 
stable, and there tends to be enhanced toughness in bainitic steels with the addition of boron. 
Moreover the enhancement in toughness of bainitic steel 20B is just over 8% in comparison 
with bainitic steel 0B. That improvement in toughness is not as notable as the increase 
obtained with respect to the other steels, which is about 15% and 16%, comparing the results 
of steel samples 20B with 40B and 40B with 60B, respectively.  
Toughness in bainitic steels is directly related to the high volume fraction of bainite reached in 
the microstructure. XRD results shown in Figure 5 are consistent with the enhancement of 
toughness expected when the presence of unstable blocky austenite is avoided and the 
amount of martensite is reduced [15], especially for bainitic steel samples with higher boron 
content. 
 
  
Figure 6. Curve of behavior of Integral J fracture toughness vs ppm of boron in the composition of bainitic 
steel.  
3.3 Fatigue Crack Propagation (FCP) Kinetics 
Figure 7 summarizes the behavior of the fatigue crack growth of the present bainitic steels in 
terms of the crack growth rate (da/dN) and the threshold stress intensity factor ∆𝐾. The 
results fit quite well to Paris’ law (Equation 1) 
 
𝑑𝑎
𝑑𝑁
= 𝐶(∆𝐾)𝑚 
(1) 
 
 
Figure 7. Crack growth rate, da/dN, versus stress mean intensity factor ∆𝐾𝑚𝑒𝑎𝑛 in the present bainitic steels 
as a function of the samples with added boron. 
 
Table 2.  Paris law constants for the studied bainitic steels as a function of the samples with added boron. 
Bainitic Steels  
C  
 
𝑚 
0B 3.00E-11 2.43 
20B 1.00E-11 2.67 
40B 3.00E-12 2.98 
60B 5.00E-12 3.01 
 
As a general trend, it can be noticed that at similar ΔK values, the higher the boron content, 
the lower the crack propagation rate, especially at low ΔK values. This behavior is also 
observed on the reduction for the parameter C in every single sample where the average 
boron content increases (see table 2). However, at high ΔK values the dependence on the B 
content is less evident, a fact that can be explained by the increasing values of the slope m in 
Paris’ law. Similar trends have been reported in the literature [11, 32]. 
 
3.4 Fractographic analysis of toughness 
Fracture of these bainitic steels shows a quasi-cleavage behavior. However some areas with 
dimple and void coalescence (indication of the existence of some ductility behavior) can be 
observed in Figure 8. That phenomenon can be seen in isolated areas of the micrographs, not 
as a generalized behavior. Results of the measurement of coalesced microvoids in each 
micrograph are shown in table 3. It is notable that the percentage of coalesced microvoids in 
the analyzed micrographs increases in the bainitic steels with higher boron content. 
Figure 9 shows the fracture surface produced by fracture toughness test of the bainitic steel 
60B at greater magnifications. Here, precipitates can be seen, and around them an area with 
cup-like depressions as a product of microvoid coalescence. In Figure 9b, another 
amplification, focused on those coalesced microvoids, shows coalesced nanovoids due to the 
presence of nearby second-phase particles, which results from separate precipitates, 
producing a considerable plastic strain during the tensile deformation [33]. 
      
           
Figure 8. SEM of fracture areas generated by J Integral test. a) Sample of bainitic steel 0B, b) Sample of 
bainitic steel 20B, c) Sample of bainitic steel with 40B and d) Sample of bainitic steel with 60B. 
 
Table 3. Values of ductility of each specimen of bainitic steel.   
Steel specimen 𝐷𝑢𝑐𝑡𝑖𝑙𝑖𝑡𝑦 𝑝𝑒𝑟𝑐𝑒𝑛𝑡𝑎𝑔𝑒 
0B 36.15 % 
20B 51.88 % 
40B 58.82 % 
60B 74.91 % 
 
  
Figure 9. SEM, amplification of Figure 8 d). a) Amplification that reveals presence of microvoids and 
precipitates (arrows). b) Amplification of Figure 9a that shows nanovoids as a product of ductility near a 
precipitate. 
 
3.5 Fractographic analysis of crack propagation 
Figure 10 shows an SEM micrograph of the fatigue crack in a normal direction along the 
longitudinal axis, generated in bainitic steel sample 0B. In the longitudinal direction of the 
samples, secondary cracks can be observed, appearing beside the principal propagated crack, 
with an incomplete effect of the etch on the surface of the sample. Figure 10a shows that in 
areas closer to the crack propagated by fatigue, secondary cracks are seen. 
Figure 10b is a magnification of Figure 10a, and it reveals small cracks between the bainite 
plates and the matrix of bainitic ferrite; these cracks can be considered to be energy 
absorption points, because at the top of the crack, energy must be dissipated in order to allow 
the crack growth process, according to Griffith’s criterion. The principal propagated crack can 
be seen at the top of the micrograph. 
 
  
Figure 10. a) SEM micrograph of fatigue crack of a bainitic steel 0B, b) Amplification of the top of Figure 10a. 
 
Micrographs of the top of the notch where the fatigue crack starts in 60B bainitic steel sample 
are shown in Figure 11. Figure 11a shows changes of growth planes through the crack growth. 
Those planes have a tendency to be orientated in a direction close to 45 degrees from 
longitudinal axis of the sample, in accordance with previous studies [28]. Likewise, in Figure 
11b it is notable that in a bainitic microstructure, the crack growth process is through bainite 
grains (transgranular) and not along grain boundaries. Generally, materials that present 
transgranular cracks exhibit a higher toughness than materials with cracks through the grain 
boundaries, due to the fact that the growth of the cracks is related to a high degree of plastic 
strain previous to the crack formation [34]. In Figure 11b, which corresponds to steel sample 
60B, longitudinal cracks are not seen, as was the case in Figure 10b, showing a higher 
resistance to the propagation of cracks along the material (toughness) in bainitic steels with 
the addition of boron, corresponding to the analysis made in section 3.2. 
Figure 12 shows SEM micrographs of cross-sectional areas of the crack growth surfaces of 
steels 0B and 60B. Comparison of the transversal micrographs of Figure 12a and Figure 12c of 
steel samples 0B and 60B, respectively shows how tearing decreases on the fracture surface of 
the sample with the addition of boron. The longitudinal fractures observed in Figure 12b also 
tend to disappear in Figure 12c.  
  
Figure 11. a) SEM micrograph of bainitic steel with 60B, at the top of the notch a fragment appears. b) 
Amplification of 11 a) which reveals a transgranular fracture. 
 
  
 
Figure 12 a). SEM micrograph of cross sectional areas of the crack growth surfaces of a sample of bainitic 
steel a) 0B, b) Amplification of Figure 12a which shows the presence of longitudinal cracks. c) Ductile tearing 
and ridge formation in bainitic steel 60B.  
A cross-sectional area of crack growth in a sample of 0B steel is shown in Figure 13. It reveals 
ductile tearing and ridge formation. These behaviors are associated with bainitic steels; ridges 
in the micrograph have some lines orientated in every crack plane. Figure 13a shows these 
lines in an amplified fracture plane. The presence of some cavities in the shape of plates, in a 
range from 1 to 1.5 µm, is noticeable. The thicknesses of the bainite plates in Figure 1a are 
within a range from 0.5 µm to 1.6 µm; this range includes the range of cavity thicknesses of 
Figure 13a. Figure 13b shows an amplification of Figure 13a. A crack in the edge of a bulge with 
the appearance of a bainitic plate can be seen, demonstrating the fact that those cavities were 
generated by the separation of the bainitic plates from the bainitic ferrite and other 
components throughout every single pack.  
  
Figure 13 a). SEM micrograph of cross sectional area of crack propagation in bainitic steel. b) Amplification 
of Figure 13a. 
 
3.6 Possible interpretation of toughness enhancement  
 
In the present paper, bainitic steels with the addition of boron in which the amount of retained 
austenite before thermo-mechanical transformation is relatively small are presented; after 
that, it can be seen in Figures 3 and 5 that the amount of martensite and austenite tends to 
disappear as mean boron content increases in the steels samples. In agreement with preceding 
research [31, 35], the main effect of boron in steel is to accelerate the transformation of 
austenite to ausferrite, which is a microstructure that consists of carbide-free ferrite and high-
carbon austenite during bainitic transformation by heat treatment, causing lower values of 
retained austenite in steels to which boron has been added. Furthermore, large blocks of 
retained austenite tend to mechanically transform to a small grain-size retained austenite at 
relative large strains. It is known that the microstructural feature responsible for crack 
nucleation is the boundaries between martensite bands and the bainite matrix [15], producing 
lower values of toughness in steels with a higher content of martensite; additionally, there is a 
small grain size of interlath martensite/austenite, which produces microstructural 
discontinuities that favor crack propagation in the bainitic steels studied in this paper. 
Furthermore, after the thermo-mechanical transformation, it can be seen how in multiple 
bainite plates with the same crystallographic orientation, at the austenite grain boundary, only 
one bainitic lath, more robust than the others,  tends to be created, with larger proportions 
than average throughout the bainitic packets. The austenite films that are between the laths 
tend to disappear through the bainitic packet, producing a homogenous plate. Altogether, 
these phenomena are called bainite coalescence. Figure 14 shows thin laths of bainite in 
different packets; where packets have a similar direction, wider coalesced laths appears, 
indicated by the arrows. According to another investigation [36], bainite laths in steel have a 
tendency to coalesce when the bainitic transformation is under conditions of stress; that is, 
because the number of crystallographic variables is reduced, that gives an orientation to the 
grains and sheaves of bainite, promoting the conditions for bainite coalescence. That 
directional tendency of the bainitic microstructure can be observed in bainitic steels of the 
current paper because of the applied stress due to strain in the thermo-mechanical bainitic 
transformation.  
 
In this paper, all manufactured steels have the same fabrication conditions, having a tendency 
to form bainite plates at approximately 45 degrees from the rolling axis, which is the reason 
that it cannot be concluded that bainite coalescence has an effect on the enhancement of the 
toughness of bainitic steels obtained in Figure 6. Also, it is known that coarse plates are 
detrimental to toughness, which is the reason that the toughness values obtained for these 
steels are lower than the results reported by other researchers [15, 37]. 
 
Figure 14. SEM micrograph that shows sections where oriented bainitic plates are coalesced and increase their 
thickness in a sample of bainitic steel 60B. 
 
Results of published studies [15] show that void nucleation occurs through different 
phenomena, such as martensite cracking, separation of adjacent martensite regions, or 
decohesion at the ferrite/martensite interface, when the martensite phase is in relatively small 
grains. This phenomenon is reduced upon an increase of the martensite grain size, which is the 
reason that bainitic steels with a higher amount of boron, having a smaller presence of 
martensite in accordance with Figure 5, exhibit a significant enhancement of toughness. 
Furthermore, Figure 8 and Figure 9 reveal that there is a greater amount of nucleated micro- 
and nano-voids close to micro-size particles seen in the steels with a higher amount of boron. 
This particles e identified as titanium boride 𝐵2𝑇𝑖, increases the plastic strain along the 
fracture surface, thus producing a higher value of fracture toughness in 60B steels. 
 
4. Conclusions 
 
The addition of boron to hot-rolled bainitic steels promotes variations in the amount of 
martensite and retained austenite, followed by a change in fracture toughness. The 
experimental approach adopted here aimed at evaluating how the fracture toughness and the 
fatigue life of hot-rolled bainitic steels change with the addition of boron, and how crack 
propagation through the bainitic microstructure can explain that phenomenon. It was found 
that: 
  The grain size of hard constituents such as Martensite and M/A inside bainite sheaves 
decreases with the addition of boron, favoring conditions for the presence of micro-
void coalescence on the fracture surface. This increases the energy absorbed by the 
material through the fracture, promoting greater values of toughness in steels with 
added boron.  
 
 Furthermore, small additions of other chemical elements, such as titanium, which has 
a strong tendency to react with boron, produce small amounts of precipitates, which 
increases the micro-void coalescence and the fracture toughness of the bainitic steels. 
 Bainitic steels 40B and 60B exhibit a higher crack deceleration rate in the second stage 
of Paris’ law, indicated by the lower slope in comparison with bainitic steels 0B and 
20B. At the same time, secondary cracks through bainite packets tend to disappear in 
bainitic steels 40B and 60B, which also indicates that resistance to fatigue crack 
propagation rises in bainitic steels as the addition of boron increases in the range from 
0 to 60 parts per million of boron. 
 The crack growth process is transgranular in hot-rolled bainitic steels. Crack 
propagation among bainite laths involves a continuous change in crack tip direction 
across bainitic packets. Crack direction changes in every single bainite packet, forcing 
the crack to traverse longer trajectories than in a non-directional material, producing 
crack branches in the longitudinal direction of the sample, indicating a higher energy-
consuming process. This causes a higher degree of toughness and a longer fatigue life. 
 In the crack propagation process, through the crack path, it can be seen that nano-
cracks, which appear between the laths and the bainitic matrix, have a strong 
tendency to separate themselves, revealing the behavior of the crack growth in a 
bainitic microstructure. 
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